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Frequencies 

Signal leak-
age limit 

(micro-volt/ 
meter) 

Distance in 
meters (m) 

Less than and including 54 
MHz, and over 216 MHz ....... 15 30 

Over 54 up to and including 216 
MHz ........................................ 20 3 

(b) Cable television systems distrib-
uting signals by using methods such as 
nonconventional coaxial cable tech-
niques, noncoaxial copper cable tech-
niques, specialized coaxial cable and 
fiber optical cable hybridization tech-
niques or specialized compression tech-
niques or specialized receiving devices, 
and which, because of their basic de-
sign, cannot comply with one or more 
of the technical standards set forth in 
paragraph (a) of this section, may be 
permitted to operate: Provided, That 
an adequate showing is made pursuant 
to § 76.7 which establishes that the pub-
lic interest is benefited. In such in-
stances, the Commission may prescribe 
special technical requirements to en-
sure that subscribers to such systems 
are provided with an equivalent level 
of good quality service. 

NOTE 1: Local franchising authorities of 
systems serving fewer than 1000 subscribers 
may adopt standards less stringent than 
those in § 76.605(a). Any such agreement shall 
be reduced to writing and be associated with 
the system’s proof-of-performance records. 

NOTE 2: For systems serving rural areas as 
defined in § 76.5, the system may negotiate 
with its local franchising authority for 
standards less stringent than those in 
§§ 76.605(a)(3), 76.605(a)(7), 76.605(a)(8), 
76.605(a)(10) and 76.605(a)(11). Any such agree-
ment shall be reduced to writing and be asso-
ciated with the system’s proof-of-perform-
ance records. 

NOTE 3: The requirements of this section 
shall not apply to devices subject to the TV 
interface device rules under part 15 of this 
chapter. 

NOTE 4: Should subscriber complaints arise 
from a system failing to meet § 76.605(a)(6) 
prior to December 30, 1999, the cable operator 
will be required to provide a converter that 
will allow the system to meet the standard 
immediately at the complaining subscriber’s 
terminal. Further, should the problem be 
found to be system-wide, the Commission 
may order all converters on the system be 
changed to meet the standard. 

NOTE 5: Should subscriber complaints arise 
from a system failing to meet § 76.605(a)(10), 
the cable operator will be required to remedy 
the complaint and perform test measure-
ments on § 76.605(a)(10) containing the full 

number of channels as indicated in 
§ 76.601(b)(2) at the complaining subscriber’s 
terminal. Further, should the problem be 
found to be system-wide, the Commission 
may order that the full number of channels 
as indicated in § 76.601(b)(2) be tested at all 
required locations for future proof-of-per-
formance tests. 

NOTE 6: No State or franchising authority 
may prohibit, condition, or restrict a cable 
system’s use of any type of subscriber equip-
ment or any transmission technology. 

[37 FR 3278, Feb. 12, 1972] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 76.605 see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 76.606 Closed captioning. 
(a) As of June 30, 1992, the operator of 

each cable television system shall not 
take any action to remove or alter 
closed captioning data contained on 
line 21 of the vertical blanking inter-
val. 

(b) As of July 1, 1993, the operator of 
each cable television system shall de-
liver intact closed captioning data con-
tained on line 21 of the vertical blank-
ing interval, as it arrives at the 
headend or from another origination 
source, to subscriber terminals and 
(when so delivered to the cable system) 
in a format that can be recovered and 
displayed by decoders meeting § 15.119 
of this chapter. 

[57 FR 11003, Apr. 1, 1992] 

§ 76.607 Transmission of commercial 
advertisements. 

(a) Transmission of commercial adver-
tisements by cable operator or other multi-
channel video programming distributor. 
(1) Mandatory compliance with ATSC A/ 
85 RP. Effective December 13, 2012, 
cable operators and other multichannel 
video programming distributors 
(MVPDs), as defined in 47 U.S.C. 522, 
must comply with ATSC A/85 RP (in-
corporated by reference, see § 76.602), 
insofar as it concerns the transmission 
of commercial advertisements. 

(2) Commercials inserted by cable oper-
ator or other MVPD. A cable operator or 
other multichannel video programming 
distributor that installs, utilizes, and 
maintains in a commercially reason-
able manner the equipment and associ-
ated software to comply with ATSC A/ 
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